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240V 1¢ AL. TRIPLEX
SECONDARY (BY AVEC

DETERMINE REQUIRED LENGTH OF

RISER BY FOLLOWING INSTRUCTIONS
ON DRAWING LABELED,

"DETERMINATION OF SERVICE RISER
LENGTH".
INSTALL PIPE STRAPS EVERY 4 AND

WITHIN 12" OF WEATHERHEAD AND
METERBASE.

CUSTOMER TO SUPPLY 7 PIPE STRAPS AND
M%TNMWWATE TO OFFSET NIPPLE

AND CONDUIT STRAPS SEE NOTE 2

CUSTOMER TO INSTALL OFFSET-
NIPPLE AND ALL ITEMS BELOW IT

METER BY
AVEC

CIRCUIT
" BREAKER

\GROUND

COOPERATIVE PERMISSION REQUIRED FOR THIS INSTALLATION.

SUPPLY AND ASSEMBLE, BUT DO NOT INSTALL, A 2"
IMC RISER WITH A WEATHERHEAD, AND CONDUCTORS.

CONDUCTORS IN RISER SHALL BE RATED 600V AND
HAVE XHHW OR XHHW-2 INSULATION. TWO CONDUCTORS
SHALL HAVE BLACK INSULATION AND ONE SHALL HAVE
WHITE INSULATION FOR THE NEUTRAL. CONDUCTOR
SHALL BE A MINIMUM #2 COPPER FOR A SERVICE
ENTRANCE RATED 100 OR 125 AMPS; AND A MINIMUM
OF 2/0 COPPER FOR A SERVICE ENTRANCE RATED 200
AMPS.  SERVICES LARGER THAN 200 AMPS SHALL NOT
BE INSTALLED ON AN AVEC POLE. A MINIMUM OF 24
TAILS ARE REQUIRED TO EXTEND OUT OF THE
WEATHERHEAD. ~ AVEC PERSONNEL WILL INSTALL THE
PRE—ASSEMBLED AND PRE—WIRED RISER ON AVEC'S
POLE.

WEATHERPROOF HUB & OFFSET NIPPLE

COMBINATION METERBASE/SERVICE MAIN
/_DISCONNECT, RATING AS REQUIRED,

NEMA 3R. (5’ TO 6’ ABOVE GRADE)

GROUNDING ELECTRODE CONDUCTOR
STAPLED EVERY 6" MINIMUM.
#6 COPPER, EXCEPT #4 COPPER

FOR 200A SERVICE.

FEEDER CONDUCTORS IN LIQUID
/_TIGHT FLEXIBLE CONDUIT
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|
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7\\ GROUND ROD CLAMP 3
GROUND ROD - 5/8” x &'

INSTALL TWO GROUND RODS AT LEAST 6’ APART.
CONNECT GROUND TO BOTH WITHOUT SPLICES.
BURY ONLY AFTER INSPECTION

INSULATED BUSHING

. AS A LESS PREFERRED ALTERNATIVE TO THE USE OF AN OFFSET
NIPPLE AND CONDUIT STRAPS, STANDOFF BRACKETS ARE ACCEPTABLE.

EACH STANDOFF BRACKET REQUIRES THE FOLLOWING [TEMS:
(1) STANDOFF BRACKET (LLR #LR8SDB, WGS #WA85DB)

(1) 2" CONDUIT CLAMP (KDF #C—105-2)
(4) 1/2" x 4" LAG SCREWS
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CONSUMER METER INSTALLATION
ON AVEC UIILITY POLE

APPLICATION DWG.R. MONAHAN

200AMP OR LESS ENGR. W.A.S.
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